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1— TRANSVERSE) FOR
EACH SIDE.

NOTES: REFER TO NUSIG GUIDELINE FOR REQUIRED SIZES OF SUPPORTS,
BRACING, ANCHORS AND ATTACHMENTS.
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ADDENDUM #2

THIS DRAWING AND THE DESIGNS, ARRANGEMENTS, DEPICTIONS, IDEAS
AND OTHER INFORMATION CONTAINED HEREIN CONSTITUTE
UNPUBLISHED WORK OF STEVEN EHRLICH ARCHITECTS AND SHALL
REMAIN PROPERTY OF STEVEN EHRLICH ARCHITECTS IN PERPETUITY.
NO PART THEREOF SHALL BE REPRODUCED, COPIED, DISCLOSED,
DISTRIBUTED, SOLD, PUBLISHED OR OTHERWISE USED IN ANYWAY
WITHOUT THE ADVANCED EXPRESS WRITTEN CONSENT OF STEVEN
EHRLICH ARCHITECTS. VISUAL CONTACT WITH THE ABOVE DRAWINGS,
OR ANY PART THEREOF, SHALL CONSTITUE CONCLUSIVE EVIDENCE OF
ACCEPTANCE OF THESE RESTRICTIONS.

SHEET TITLE

ENLARGED
ELECTRICAL &
TELECOM ROOMS

KEYNOTES

@ PROVIDE AND INSTALL ¥4", FIRE RESISTANT PLYWOOD BACKBOARD
PAINTED WHITE. MOUNTED AT +6” AFF. TYPICAL.

@ CONCRETE FLOOR TO BE SEALED.

AN

PROVIDE AND INSTALL 12" LADDER TYPE CABLE TRAY MOUNTED AT

PROVIDE AND INSTALL DUPLEX CONVENIENCE RECEPTACLE. 7-2" AFF. TYPICAL.

RECEPTALE SHALL BE MOUNTED AT +18" AFF. TYPICAL.

PROVIDE AND INSTALL (2) 4" CONDUIT SLEEVES TO SUPPORT

PROVIDE AND INSTALL TELECOMMUNICATION GROUND BUS BAR.

MOUNTED AT 7'-6" AFF. CONNECT TO MAIN BUILDING ELECTRICAL
GROUND WITH #6 AWG.

PROVIDE AND INSTALL (1) 30A DUPLEX ELECTRICAL OUTLET ON

SEPARATE CIRCUIT. RECEPTACLE SHALL BE MOUNTED AT +18” AFF.

TYPICAL.
SEPARATE CIRCUIT.

HORIZONTAL COMMUNICATIONS CABLE DISTRIBUTION. PROVIDE
FIRE-PROOF PLUG INS (TYPICAL).

‘ ALL WALLS AND FLOOR PENETRATIONS SHALL BE PROVIDED WITH
APPROVED FIRE STOPPING MATERIAL.

PROVIDE AND INSTALL (1) 30A 250V DUPLEX ELECTRICAL QUTLET ON

A\

(2) 4" STUB-OUT FOR TELECOMMUNICATION RISER. @ PROVIDE AND INSTALL J-BOX COMPLETE WITH 120V WIRING FOR
REMOTE POWER SUPPLY (RPS).

PROVIDE AND INSTALL 18" LADDER TYPE CABLE TRAY MOUNTED AT

7'—6" AFF. PROVIDE 24"W. X 36°H. X 12"D. HINGED COVER NEMA 1 ENCLOSURE

FOR FIXTURE TYPE S1 REMOTE LED DRIVERS (17 MINIMUM). CABINET
SIDES TO BE FULLY LOURVERED FOR VENTILATION. ALL WIRING
CONNECTIONS TO BE TIN-PLATED COPPER LUGS ON TERMINAL
STRIPS. SUBMIT ENCLOSURE SHOP DRAWING FOR REVIEW.

@ PROVIDE THE FOLLOWING LOW VOLTAGE CONDUITS. EXTEND FIRE
ALARM, SECURITY AND BUS CONDUITS TO RESPECTIVE TERMINAL
CABINETS.

F2 — (1) 2" C.0. FIRE ALARM SERVICE DROP.
@ CONNECT TO INVERTER 277V. CIRCUIT NO. 11 CONTROLLED BY

M2 — (1) 1Y2" C.0. BMS SYSTEM SERVICE DROP.

S2 - (1) 2" C.0. SECURITY SYSTEM SERVICE DROP. LIGHTING CONTROL PANEL 2LCP.

SP1 - (1) 4 CO. SPARE, (16) MOUNT ON CABLE TRAY ABOVE THE RACK. REFER TO "TELE COMM’
13 = (4) 4" CO. TEL/DATA ® DRAWINGS FOR CONTINUATION.

PROVIDE (1) 120V/30A RECEPTACLE NEMA L5-30R. REFER TO "TELE
COMM”™ DRAWINGS FOR CONTINUATION.

60°H X 24°D X 24"W WALL MOUNTED EQUIPMENT CABINET. REFER
TO "TELE COMM” DRAWINGS FOR CONTINUATION.
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